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NOTES:
1. DERBIGUM DETAIL DRAWINGS:  REFER TO DERBIGUM AND OTHER RELATED PUBLISHED DOCUMENTATION, PRODUCT DATA SHEETS (PDS) AND SAFETY DATA SHEETS (SDS) FOR ADDITIONAL

INFORMATION.  ALL DETAIL DRAWINGS AND RELATED INSTALLATION GUIDELINES ARE PROVIDED BY DERBIGUM FOR THE SOLE PURPOSE OF ISSUING A DERBIGUM WARRANTY.  ACCORDINGLY,
THE DETAIL DRAWINGS ARE NOT OFFERED, AND SHOULD NOT BE CONSIDERED, AS A SUBSTITUTE FOR PROFESSIONAL DESIGN SERVICES.

2. HOT WORK:  THE CONTRACTOR IS RESPONSIBLE FOR DETERMINING APPROPRIATE CONDITIONS TO UTILIZE HEAT-WELDING EQUIPMENT.  REFER TO LOCAL CODES AND BUILDING OWNER'S
REQUIREMENTS FOR HOT WORK OPERATIONS.

3. PRIMER:  WHERE NOT SHOWN OR INDICATED ON DETAIL DRAWINGS, REFER TO MATERIAL PRODUCT DATA SHEETS FOR PRIMER APPLICATION REQUIREMENTS.

NON-SHRINK GROUT

SOPREMA PITCH POCKET
FILLER AT 2" THICK

CLEAN AND PREPARE PENETRATIONS
AS REQUIRED

MINIMUM 4" FLANGE SET IN A
CONTINUOUS BEAD OF BUTYL

SEALANT AND SECURED TO
SUBSTRATE

COVERBOARD

DECK

VINYL COATED METAL

FIELD MEMBRANE

FLASHING MEMBRANE

MOLDED OUTSIDE CORNER
TERMINATE FIELD MEMBRANE

BY SECURING PERIMETER
WITH FASTENER PLATE

BEYOND METAL FLANGE
SPACED A MAXIMUM OF 12"

POP RIVET PITCH POCKET CORNER

VINYL COATED METAL

EXTEND FLASHING MEMBRANE A
MINIMUM OF 3" BEYOND FASTENER
PLATE TO ACCOMMODATE A MINIMUM
1.5" HEAT WELDED SEAM
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